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Austria
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All information concerning the chemical and physical characteristics of our products and 
our advice regarding technical applications are given to the best of our knowledge.

It does not exempt the purchaser from the duty to carry out inspections and tests 
to determine the exact suitability of the products for the intended use.

The purchaser is solely liable for the application, use, and installation of the products. He must also 
comply with the legal and official provisions, and observe any industrial property rights of third parties.

Our General Terms and Conditions shall apply.

Technical alterations reserved.
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Punching tools
Compact hydraulic manual punch, straight, type SW-HG 4

Compact hydraulic manual punch with pivotable head, type SW-HW 4

Hydraulic punch with foot pump, type SW-HF 5

Drill hole set for sheet steel, type SW-WS-NS 6

Drill hole set for stainless sheet steel, type SW-WS-VA 6

Square hole perforator for sheet steel with centring tips, type SW-WR 7

Round hole perforator for sheet steel, type SW-WE-NS 7

Round hole perforator for sheet steel and stainless sheet steel, 

type SW-WE-VA 7

Replacement parts
Replacement parts for hydraulic manual punch 4

Replacement parts for hydraulic punch with foot pump 5

CCoonntteennttss

Punching tools, type SW-WS; SW-WE; SW-WR

TTyyppee OOrrddeerr nnoo.. DDiimmeennssiioonn SSuuiittaabbllee FFiittttiinngg FFiittttiinngg PPaacckk
ffoorr hhyyddrraauulliicc ssccrreeww ffoorr

SSqquuaarree hhoollee ppeerrffoorraattoorr ffoorr sshheeeett sstteeeell wwiitthh cceennttrriinngg ttiippss
SW-WR 112 x 36 87801290 112 x 36 mm Sheet steel KDP 24/x; KDL 24/x; KDL/E 24/x 1
SW-WR 86 x 36 87801292 86 x 36 mm Sheet steel KDL 16/x; KDL/E 16/x Screw fastening only 1
SW-WR 91 x 36 87801294 91 x 36 mm Sheet steel KDL/E 16/x Fastening with catch hooks or screws 1

RRoouunndd hhoollee ppeerrffoorraattoorr ffoorr sshheeeett sstteeeell
SW-WE-NS M16 87801210 M16 Sheet steel 9.5 x 19.0 1
SW-WE-NS M20 87801212 M20 Sheet steel 9.5 x 19.0 1
SW-WE-NS M25 87801214 M25 Sheet steel 9.5 x 19.0 1
SW-WE-NS M32 87801216 M32 Sheet steel 19.0 x 19.0 1
SW-WE-NS M40 87801218 M40 Sheet steel 19.0 x 19.0 1
SW-WE-NS M50 87801220 M50 Sheet steel 19.0 x 19.0 1
SW-WE-NS M63 87801222 M63 Sheet steel 19.0 x 19.0 1

SW-WE-NS Pg. 9 87801238 Pg*  9 Sheet steel 9.5 x 19.0 1
SW-WE-NS Pg. 11 87801240 Pg* 11 Sheet steel 9.5 x 19.0 1
SW-WE-NS Pg. 13 87801242 Pg* 13 Sheet steel 9.5 x 19.0 1
SW-WE-NS Pg. 16 87801244 Pg* 16 Sheet steel 9.5 x 19.0 1
SW-WE-NS Pg. 21 87801246 Pg* 21 Sheet steel 9.5 x 19.0 1
SW-WE-NS Pg. 29 87801248 Pg* 29 Sheet steel 19.0 x 19.0 1
SW-WE-NS Pg. 36 87801250 Pg* 36 Sheet steel 19.0 x 19.0 1
SW-WE-NS Pg. 42 87801252 Pg* 42 Sheet steel 19.0 x 19.0 1
SW-WE-NS Pg. 48 87801254 Pg* 48 Sheet steel 19.0 x 19.0 1

RRoouunndd hhoollee ppeerrffoorraattoorr ffoorr sshheeeett sstteeeell aanndd ssttaaiinnlleessss sshheeeett sstteeeell
SW-WE-VA M16 87801224 M16 Sheet steel and stainless sheet steel 11.1 x 19.0 1
SW-WE-VA M20 87801226 M20 Sheet steel and stainless sheet steel 11.1 x 19.0 1
SW-WE-VA M25 87801228 M25 Sheet steel and stainless sheet steel 11.1 x 19.0 1
SW-WE-VA M32 87801230 M32 Sheet steel and stainless sheet steel 19.0 x 19.0 1
SW-WE-VA M40 87801232 M40 Sheet steel and stainless sheet steel 19.0 x 19.0 1
SW-WE-VA M50 87801234 M50 Sheet steel and stainless sheet steel 19.0 x 19.0 1
SW-WE-VA M63 87801236 M63 Sheet steel and stainless sheet steel 19.0 x 19.0 1

SW-WE-VA Pg. 9 87801256 Pg* 9 Sheet steel and stainless sheet steel 11.1 x 19.0 1
SW-WE-VA Pg. 11 87801258 Pg* 11 Sheet steel and stainless sheet steel 11.1 x 19.0 1
SW-WE-VA Pg. 13 87801260 Pg* 13 Sheet steel and stainless sheet steel 11.1 x 19.0 1
SW-WE-VA Pg. 16 87801262 Pg* 16 Sheet steel and stainless sheet steel 11.1 x 19.0 1
SW-WE-VA Pg. 21 87801264 Pg* 21 Sheet steel and stainless sheet steel 19.0 x 19.0 1
SW-WE-VA Pg. 29 87801266 Pg* 29 Sheet steel and stainless sheet steel 19.0 x 19.0 1
SW-WE-VA Pg. 36 87801268 Pg* 36 Sheet steel and stainless sheet steel 19.0 x 19.0 1
SW-WE-VA Pg. 42 87801270 Pg* 42 Sheet steel and stainless sheet steel 19.0 x 19.0 1
SW-WE-VA Pg. 48 87801272 Pg* 48 Sheet steel and stainless sheet steel 19.0 x 19.0 1

* Pg stands for heavy-gauge conduit thread



Punching tools and accessories

OOuurr pphhiilloossoopphhyy::
EEvveerryytthhiinngg ffrroomm oonnee
ssoouurrccee

PPuunncchhiinngg ttoooollss ddeessiiggnneedd ttoo
mmeeeett yyoouurr nneeeeddss

For years, Murrplastik Systemtechnik
has been developing easy-to-assemble,
maintenance-free connection systems
for the routing of lines and cables.

Thanks to our practical punching tools,
you now have the option of quickly and
easily realising the appropriate control
cabinet cut-outs for our conduit and
cable fittings, cable entry plates (KDP)
and cable entry systems (KDL).

You can choose between three different
hydraulic punches and a wide range of
punching tools.

Punching tools are available for sheet
steel and for stainless steel applications.

AAddvvaannttaaggeess::

■■ Compact design

■■ For workshop and assembly

■■ Long service life

■■ Easy handling

■■ Compatible with many other
systems

■■ Round and square hole perforators
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Hydraulic manual punch, types SW-HG and SW-HW

Practical manual punch without additional conduit and cylinder, ideal for
workshop and assembly.
- Hydraulic punch made of high-strength aluminium
- Overload protection via overpressure valve
- Ergonomic handle, springs back automatically

SW-HW version:
The angle head can be pivoted 360° for better handling.

SW-HW

TTyyppee OOrrddeerr nnoo.. WWeeiigghhtt PPuunncchhiinngg ffoorrccee OOppeerraattiinngg pprreessssuurree PPaacckk
kkgg kkNN bbaarr

CCoommppaacctt hhyyddrraauulliicc mmaannuuaall ppuunncchh,, ssttrraaiigghhtt
SW-HG hydraulic manual punch 87801010 1.6 75 650 1

CCoommppaacctt hhyyddrraauulliicc mmaannuuaall ppuunncchh wwiitthh ppiivvoottaabbllee hheeaadd
SW-HW hydraulic manual angle punch 87801012 1.9 75 650 1

consisting of:
1 compact hydraulic manual punch
3 tension bolts Ø 9.5 x 19.0 mm; Ø 11.1 x 19.0 mm; Ø 19.0 x 19.0 mm
1 spacer bushing set (3-pce.)
1 tap-size drill 11.0 mm
1 transport case

Punching performance, round hole perforator:
to Ø 85 mm max. 2.0 mm sheet steel; to Ø 64 mm max. 3.0 mm sheet steel or max. 2.0 mm stainless sheet steel
Punching performance, square hole perforator:
112 x 36 mm/91 x 36 mm/86 x 36 mm to max. 2.0 mm sheet steel

RReeppllaacceemmeenntt ppaarrttss
SW-WE-ZS 9.5 x 19.0 mm tension bolt 87801410 1
SW-WE-ZS 11.1 x 19.0 mm tension bolt 87801412 1
SW-WE-ZS 19.0 x 19.0 mm tension bolt 87801214 1
SW-WS-DS 3-pce. spacer bushing set 87801430 1
SW-WE-VB 10.0 mm tap-size drill 87801420 1
SW-WE-VB 11.0 mm tap-size drill 87801422 1
SW-WE-VB 11.5 mm tap-size drill 87801424 1

TToooollss

SW-HG
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Hydraulic punch with foot pump, type SW-HF

Practical hydraulic punch with foot pump; ideal for use in the workshop.
The foot pump does not require use of the hands, leaving both hands
free for exact positioning and punching at the control cabinet. The 
support frame of the foot pump is splayed. This provides for stable, 
tip-proof working. Overload protection via installed pump safety valve.

SW-HF

TTyyppee OOrrddeerr nnoo.. WWeeiigghhtt PPuunncchhiinngg ffoorrccee OOppeerraattiinngg pprreessssuurree PPaacckk
kkgg kkNN bbaarr

HHyyddrraauulliicc ppuunncchh wwiitthh ffoooott ppuummpp
SW-HF hydraulic punch with foot pump 87801014 13.9 100 700 1

consisting of:
1 hydraulic cylinder with quick coupling
1 hydraulic hose, 2.8 m
3 tension bolts 9.5 x 19.0 mm; 11.1 x 19.0 mm; 19.0 x 19.0 mm
1 spacer bushing set (5-pce.)
1 tap-size drill 11.0 mm
1 sheet steel transport case

Punching performance, round hole perforator:
to Ø 85 mm max. 2.0 mm sheet steel; to Ø 64 mm max. 3.0 mm sheet steel or max. 2.0 mm stainless sheet steel
Punching performance, square hole perforator:
112 x 36 mm/91 x 36 mm/86 x 36 mm to max. 2.0 mm sheet steel

RReeppllaacceemmeenntt ppaarrttss
SW-WE-ZS 9.5 x 19.0 mm tension bolt 87801410 1
SW-WE-ZS 11.1 x 19.0 mm tension bolt 87801412 1
SW-WE-ZS 19.0 x 19.0 mm tension bolt 87801214 1
SW-WS-DS 5-pce. spacer bushing set 87801432 1
SW-WE-VB 10.0 mm tap-size drill 87801420 1
SW-WE-VB 11.0 mm tap-size drill 87801422 1
SW-WE-VB 11.5 mm tap-size drill 87801424 1

TToooollss
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Punching tools, type SW-WS; SW-WE; SW-WR

Punching tools for round and square cut-outs made of high-strength
steel.

Supplementary sets for sheet steel and in reinforced version for sheet
steel and stainless sheet steel.

Square hole perforator for cable entry systems (type KDL...) and for 
16- or 24-pin connectors (e.g. Harting/Wieland) and cable entry plates
(type KDP 24...). During punching, the fixing holes are marked with centre
points, thus making it easy to drill the holes.

SW-WR...

SW-WS-... M16-M40 SW-WS-... M16-M63 SW-WE...

TTyyppee OOrrddeerr nnoo.. DDiimmeennssiioonn SSuuiittaabbllee FFiittttiinngg PPaacckk
ffoorr hhyyddrraauulliicc ssccrreeww

SShheeeett mmeettaall ppeerrffoorraattoorr sseett ffoorr sshheeeett sstteeeell
SW-WS-NS M16-M40 87801280 Sheet steel 1
consisting of:
1 each M16; M20; M25; M32; M40; transport case

SShheeeett mmeettaall ppeerrffoorraattoorr sseett ffoorr sshheeeett sstteeeell
SW-WS-NS M16-M63 87801282 Sheet steel 1
consisting of:
1 each M16; M20; M25; M32; M40; M50; M63; transport case

SShheeeett mmeettaall ppeerrffoorraattoorr sseett ffoorr ssttaaiinnlleessss sshheeeett sstteeeell
SW-WS-VA M16-M40 87801284 Sheet steel and stainless sheet steel 1
consisting of:
1 each M16; M20; M25; M32; M40; transport case

SShheeeett mmeettaall ppeerrffoorraattoorr sseett ffoorr ssttaaiinnlleessss sshheeeett sstteeeell
SW-WS-VA M16-M63 87801286 Sheet steel and stainless sheet steel 1
consisting of:
1 each M16; M20; M25; M32; M40; M50; M63; transport case

TToooollss



Toda la información acerca de las características químicas y físicas de nuestros productos, así como el asesoramiento 
en cuestión de técnica de aplicación, ya sea por escrito, hablado o por medio de ensayos, es conforme a nuestro leal saber.

Sin embargo, ello no exime al comprador de la realización de las pruebas y ensayos necesarios para determinar 
si los productos son aptos para el uso previsto.

El comprador es el único responsable de la aplicación, utilización y montaje de los productos, y deberá cumplir las disposiciones legales y 
oficiales, así como tener en cuenta los derechos de protección de terceros, si los hubiere.

En todo lo demás, se aplicarán nuestras condiciones generales de venta.

Nos reservamos el derecho a efectuar modificaciones técnicas.
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HHeerrrraammiieennttaass

Herramientas punzonadoras
Punzón hidráulico manual compacto de estructura recta, tipo SW-HG 4

Punzón hidráulico manual compacto con cabeza giratoria, tipo SW-HW 4

Punzón hidráulico con bomba de pedal, tipo SW-HF 5

Juego de punzones para chapa de acero, tipo SW-WS-NS 6

Juego de punzones para chapa de acero inoxidable, tipo SW-WS-VA 6

Punzones rectangulares para chapa de acero con puntas de 

graneteado, tipo SW-WR 7

Punzones redondos para chapa de acero, tipo SW-WE-NS 7

Punzones redondos para chapa de acero y de acero inoxidable, 

tipo SW-WE-VA 7

Piezas de repuesto
Piezas de repuesto para la punzonadora hidráulica manual 4

Piezas de repuesto para la punzonadora hidráulica con bomba de pedal 5

ÍÍnnddiiccee

Herramientas punzonadoras, tipos SW-WS; SW-WE; SW-WR

TTiippoo NNºº aarrttííccuulloo MMeeddiiddaass IInnddiiccaaddoo TToorrnniilllloo AApprrooppiiaaddoo UUEE
ppaarraa hhiiddrrááuulliiccoo aapprrooppiiaaddoo ppaarraa

PPuunnzzoonneess rreeccttaanngguullaarreess ppaarraa cchhaappaa ddee aacceerroo ccoonn ppuunnttaass ddee ggrraanneetteeaaddoo
SW-WR 112x36 87801290 112 x 36 mm Chapa de acero KDP 24/x; KDL 24/x; KDL/E 24/x 1
SW-WR 86x36 87801292 86 x 36 mm Chapa de acero KDL 16/x; KDL/E 16/x sólo fijación atornillada 1
SW-WR 91x36 87801294 91 x 36 mm Chapa de acero KDL/E 16/x fijación con ganchos de retención o tornillos 1

PPuunnzzoonneess rreeddoonnddooss ppaarraa cchhaappaa ddee aacceerroo
SW-WE-NS M16 87801210 M16 Chapa de acero 9,5x19,0 1
SW-WE-NS M20 87801212 M20 Chapa de acero 9,5x19,0 1
SW-WE-NS M25 87801214 M25 Chapa de acero 9,5x19,0 1
SW-WE-NS M32 87801216 M32 Chapa de acero 19,0x19,0 1
SW-WE-NS M40 87801218 M40 Chapa de acero 19,0x19,0 1
SW-WE-NS M50 87801220 M50 Chapa de acero 19,0x19,0 1
SW-WE-NS M63 87801222 M63 Chapa de acero 19,0x19,0 1

SW-WE-NS Pg 9 87801238 Pg 9 Chapa de acero 9,5x19,0 1
SW-WE-NS Pg 11 87801240 Pg 11 Chapa de acero 9,5x19,0 1
SW-WE-NS Pg 13 87801242 Pg 13 Chapa de acero 9,5x19,0 1
SW-WE-NS Pg 16 87801244 Pg 16 Chapa de acero 9,5x19,0 1
SW-WE-NS Pg 21 87801246 Pg 21 Chapa de acero 9,5x19,0 1
SW-WE-NS Pg 29 87801248 Pg 29 Chapa de acero 19,0x19,0 1
SW-WE-NS Pg 36 87801250 Pg 36 Chapa de acero 19,0x19,0 1
SW-WE-NS Pg 42 87801252 Pg 42 Chapa de acero 19,0x19,0 1
SW-WE-NS Pg 48 87801254 Pg 48 Chapa de acero 19,0x19,0 1

PPuunnzzoonneess rreeddoonnddooss ppaarraa cchhaappaa ddee aacceerroo yy ddee aacceerroo iinnooxxiiddaabbllee
SW-WE-VA M16 87801224 M16 Chapa de acero y de acero inox. 11,1x19,0 1
SW-WE-VA M20 87801226 M20 Chapa de acero y de acero inox. 11,1x19,0 1
SW-WE-VA M25 87801228 M25 Chapa de acero y de acero inox. 11,1x19,0 1
SW-WE-VA M32 87801230 M32 Chapa de acero y de acero inox. 19,0x19,0 1
SW-WE-VA M40 87801232 M40 Chapa de acero y de acero inox. 19,0x19,0 1
SW-WE-VA M50 87801234 M50 Chapa de acero y de acero inox. 19,0x19,0 1
SW-WE-VA M63 87801236 M63 Chapa de acero y de acero inox. 19,0x19,0 1

SW-WE-VA Pg 9 87801256 Pg 9 Chapa de acero y de acero inox. 11,1x19,0 1
SW-WE-VA Pg 11 87801258 Pg 11 Chapa de acero y de acero inox. 11,1x19,0 1
SW-WE-VA Pg 13 87801260 Pg 13 Chapa de acero y de acero inox. 11,1x19,0 1
SW-WE-VA Pg 16 87801262 Pg 16 Chapa de acero y de acero inox. 11,1x19,0 1
SW-WE-VA Pg 21 87801264 Pg 21 Chapa de acero y de acero inox. 19,0x19,0 1
SW-WE-VA Pg 29 87801266 Pg 29 Chapa de acero y de acero inox. 19,0x19,0 1
SW-WE-VA Pg 36 87801268 Pg 36 Chapa de acero y de acero inox. 19,0x19,0 1
SW-WE-VA Pg 42 87801270 Pg 42 Chapa de acero y de acero inox. 19,0x19,0 1
SW-WE-VA Pg 48 87801272 Pg 48 Chapa de acero y de acero inox. 19,0x19,0 1
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Herramientas punzonadoras

Central

Alemania

Murrplastik Systemtechnik GmbH
Postfach 1143
D- 71567 Oppenweiler
Teléfono +49 7191 4820 
Fax +49 7191 482 280
www.murrplastik.de
info@murrplastik.de 

España
Murrplastik S.L.
Paseo Ubarburu, 76
Pabellón 34, polígono 27
20014 San Sebastián
Teléfono +34 943 472 22 5
Fax +34 943 472 89 5
www.murrplastik.es
info@murrplastik.es

Suiza
Murrplastik AG
Ratihard 40
8253 Willisdorf
Teléfono +41 52 646 06 46
Fax +41 52 646 06 40
www.murrplastik.ch
info@murrplastik.ch

Estados Unidos
Murrplastik Systems Inc.
2367 North Penn Road
Suite 200
Hatfield, PA 19440
Teléfono: +1 215 822 7625
Fax: +1 215 822 7626
www.murrplastik.com
cablemgmt@murrplastik.com

Francia
Murrtechnic S.à.r.l
Zone industrielle Sud, 6 rue Manurhin
B.P. 62, 68120 Richwiller
Teléfono +33 389 570 01 0 
Fax +33 389 530 96 6 
www.murrtechnic.fr
murrtechnic@murrtechnic.fr

China
murrplastik Asia Co., Ltd.
1003 Rm.No.1
Fuxing zhong Rd.
200021 Shanghai
Teléfono: +86 21 6390-0501
Fax: +86 21 6390-0508
www.murrplastik.com.cn
info@murrplastik.com.cn 89
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Austria
Murrplastik Systemtechnik GmbH
Teléfono +43 732 660 870 
Telefax +43 732 660 872 
www.murrplastik.at
info@murrplastik.at
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